Panasonic inousmry

Conductive Polymer Aluminum Solid Capacitors

Series flow chart

@® SMD type

SVP
}

Standard SVPA
AS5 size
40t0 16V ReEsR
High ripple current
3.3t0 33 pF
B6 size B6 size
40to20V 25t020V
10 to 68 pF 10 to 82 uF
C6 size C6 size
25t020V 25t020V
22 t0 220 pF 22 to 180 uF
E7 size E7 size
40to20V 25t020V
33 to 330 pF 47 to 330 uF
E12 size F8 size
25t020V 25t016V
100 to 680 pF 180 to 820 puF
F8 size
40to20V
56 to 680 PF
F12 size NREND)
25t020V

SVPB

150 to 1500 pF

Low profile

C5 size
25t020V

15 t0 120 pF
C55 size
20V
22 uF

SVPC

Large
capacitance
Low ESR

B6 size
251016V

39 to 180 pF
C6 size
25t0 16V

68 to 560 yF
E7 size
25t0 16V

120 to 680 pF
E12 size
25t0 16V

270 to 1500 pF
F12 size

25V
2700 yF

CEEE  Not recommended for new design

}

SVPF

105°C 5000h

High voltage
Large capacitance

B6 size
161025V
27 to 82 yF
C6 size
16 t0 50 V
10 to 180 pF
E7 size
16 t0 50 V
18 to 270 pF
E10 size
16V
560 pF
E12 size
16 t0 50 V
39 to 560 pF
F10 size
16V
1000 pF
F12 size
16 t0 50 V
68 to 1000 uF

'
SVPE

Large
capacitance
Low ESR

B6 size
25t06.3V

150 to 390 pF
C6 size
25t010V

220 to 820 pF
C10 size
25t016V

180 to 1200 pF
F12 size

16V
470 F

;

SVPS
Long life

A5 size
40t010V

10 to 33 pF
B6 size
4.0to 16V
22 to 68 pF
C6 size
40to20V
22 t0 150 pF
E7 size
4.0to25V
10 to 270 pF
F8 size
4.0to 16V
100 to 680 puF

|

SVPG

Low ESR
High ripple current

B45 size
161025V

15 to 47 uF
B6 size
16V
100 pF
C6 size
16V
220 uF
C8 size
16V
270 uF
C10 size
16V
270 uF
C10L size
16V
330 uF

E7 size
16V

330 pF
E10 size
16V
560 pF
E12 size
16V
680 F
F10 size
16V
820 F
F12 size
16V
1200 pF

!

SVF

125°C 1000h

High voltage
Large capacitance

B6 size
161025V
27 to 82 yF
C6 size
16 t0 50 V
10 to 180 pF
E7 size
16 t0 50 V
18 to 270 pF
E12 size
16 t0 50 V
39 to 560 pF
F10 size
16V
1000 pF
F12 size
16 t0 50 V
68 to 1000 uF

125°C 1000h

High voltage
Large capacitance

B6 size
16 to 50 V
10 to 100 pF
C6 size
16 to 50 V
22 10 220 yF
E7 size
16 to 50 V
3310 330 pF
E12 size
16 to 50 V
68 to 680 yF
F12 size
16 to 50 V
120 to 1200 pF

1 UPDATE

!

SVQP

Guaranteed
at 125°C

C6 size

401020V
22 to 150 uF

E7 size
6.3t020V
47 t0 270 uF

SVPD

125°C 1000h
High voltage

C6 size

10to 25V
10 to 56 pF
E7 size
16t0 35V
8.2t0 82 pF
E12 size
25t0 35V
22 to 47 pyF
F8 size
25t035V
18 to 39 pF
F12 size
25t0 35V
47 to 82 uF

SVPT _l
105°C 20000h

Low ESR
Large capacitance

C65 size

25t0 16 V
100 to 820 pF
E7 size
2.5t050 V
18 to 680 pF
E10 size
16V
560 uF
E12 size
2.5t050 V
39 to 1500 pF
F10 size
16V
1000 pF
F12 size
25t050 V
68 to 2700 pF

125°C 2000h

Low ESR
Large capacitance

C65 size

25t016V
100 to 820 pF
E7 size
25t050V
18 to 680 pF
E10 size
16V
560 pF
E12 size
25t050V
39 to 1500 pF
F10 size
16V
1000 pF
F12 size
25t050V
68 to 2700 pF

}

SXV

125°C 1000h
Super high voltage

E7 size
63 to 100 V

6.8 to 18 pF
E12 size
63 to 100 V
15 to 56 uF
F8 size
63 to 100 V
15 to 39 uF
F12 size
63 to 100 V
18 to 100 pF
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Panasonic inousmry

Conductive Polymer Aluminum Solid Capacitors

Series flow chart
@® Radial lead type

} }

Standard SEPC SXE
C6 size 105°C 5000h 105°C 5000h
4.0 125°C 1000h
Oto20V Super low ESR Guaranteed at 125°C X
) N Super high voltage
3.3t0 33 pF Large capacitance High voltage
E7 size B9 size 105°C 5000h C6 size E7 size
401020V 25V e — 401020V 6310 100 V
33 to 330 uF 100 to 560 pF Large capacitance 22 to 150 pF 6.8to 18 uF
E12 size C55 size C55 size E7 size E12 size
25t020V 6.3V 16to 32V 40to32V 63 to 100 V
100 to 680 pF 220 uF 2210 150 pF 6.8 t0 330 uF 15 t0 56 pF
F8 size C6 size C6 size E12 size F8 size
40to20V 25t0 16V 16t0 35V 40to32V 63 to 100 V
56 to 680 pF 100 to 560 pF 2210 180 pF 18 to 560 pF 15 to 39 pF
F13 size C9 size E7 size F8 size F13 size
25t020V 25t016V 16t0 35V 4.0to32V 63 to 100 V
150 to 1500 pF 100 to 820 pF 39 to 270 uF 15 to 680 pF 18 to 100 pF
E7 size E12 size F13 size
6.3to 16 V 16t0 35V 4.0to20V
150 to 1000 pF 82 to 560 uF 150 to 1200 pF
E9 size F13 size
25t016 V 16t0 35V
180 to 1000 pF 120 to 1000 pF
E12 size I
16V

180 to 270 pF l l l
E13 size

251063V
470 to 820 pF

F13 size 125°C 1000h 105°C 50000h 125°C 1000h
251063V High voltage Low ESR High voltage
470 to 2700 pF Large capacitance High ripple current Large capacitance
C6 size B9 size C6 size
16t0 35V 16V 25t0 50 V
220 180 pF 150 uF 221082 uF
E7 size C9 size E7 size
16t0 35V 16V 25t0 50 V
39t0 270 F 270 uF 3310 120 uF
E12 size C10 size E12 size
16t0 35V 16V 25t0 50 V
82 to 560 pF 270 uF 68 to 270 pF
F8 size E9 size F8 size
16t0 35V 16V 25t0 50 V
120 to 1000 pF 470 uF 120 to 470 pF
E13 size
16V
560 pF
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