
Conductive Polymer Aluminum Electrolytic Capacitors

Size list　LxWxH (mm)

　Voltage - Capacitance table (Vol. : 2.0 to 6.3 V / Cap. : 10 to 120 μF）
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Series
(ESR mΩ)

100 120

2.0

4.0

2.5

SX SX CS
(15)
SR

(9) (9)

(9)

(9)
LR

6.3

CX
(15) (15)
CS CT

(15)
SR CX SX
(9) (15) (7)
LR JX
(9) (15)
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TX

7.3 x 4.3 x 2.8

31-Oct-23

(15)

SR, LR 7.3 x 4.3 x 1.0 max. CX, GX, LX, LX, JX, KX, TX, HX 7.3 x 4.3 x 1.9
SS, LS, CS 7.3 x 4.3 x 1.1 JZ, KZ, TZ 7.3 x 4.3 x 2.2
CT, ST, LT 7.3 x 4.3 x 1.4 CY, SY

V
μF



Conductive Polymer Aluminum Electrolytic Capacitors

Size list　LxWxH (mm)
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　Voltage - Capacitance table (Vol. : 2.0 to 6.3 V / Cap. : 150 to 820 μF）

150 180 220 270 330 390 470 560 680 820

SR, LR 7.3 x 4.3 x 1.0 max. CX, GX, LX, LX, JX, KX, TX, HX 7.3 x 4.3 x 1.9
SS, LS, CS 7.3 x 4.3 x 1.1 JZ, KZ, TZ 7.3 x 4.3 x 2.2
CT, ST, LT 7.3 x 4.3 x 1.4 CY, SY 7.3 x 4.3 x 2.8

V
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