
Power Choke Coil (Automotive Grade)

● Embossed carrier tape

Unit : mm

● Taping reel

Unit : mm

Should a safety concern arise regarding this product, please be sure to contact us immediately. 12-Nov-21

  PCC-M1050ML   ETQP5M YLC
  PCC-M1060ML   ETQP6M YLC/KLC

Design and specifications are each subject to change without notice.  Ask factory for the current technical specifications before purchase and/or use.

  PCC-M0850M   ETQP5M YGK
  PCC-M1054M   ETQP5M YFC
  PCC-M1050M   ETQP5M YGC

  PCC-M0645M   ETQP4M YFN

1,000 pcs / box (2 reel) 500 pcs

  PCC-M0754M   ETQP5M YFM
  PCC-M0750M   ETQP5M YGM
  PCC-M0854M   ETQP5M YFK

  PCC-M0530M   ETQP3M YFP
2,000 pcs / box (2 reel) 1,000 pcs  PCC-M0540M   ETQP4M YFP

  PCC-M0630M   ETQP3M YFN

 Parts mounting (Taping)

Serise
M0630M/M0645M
M0754M/M0750M
M0854M/M0850M

Serise
M0530M/M0540M
M1054M/M1050M
M1050ML/M1060ML

 Standard packing quantity / Reel
Serise Part No. Minimum quantity / Packing unit Quantity per reel

 PCC-M0854M/M0850M
 PCC-M1054M/M1050M 25.5 PCC-M1050ML/M1060ML

W
 PCC-M0530M/M0540M

330 100 13 21 2
17.5 PCC-M0630M/M0645M

 PCC-M0754M/M0750M

Serise A B C øD E

0.5 6.35 PCC-M1050ML/M1060ML
 PCC-M1054M/M1050M 10.65 11.75 24.0 11.5 16.0

3.3
 PCC-M0645M 5.0
 PCC-M0754M/M0750M 8.1 7.6 6.0 PCC-M0854M/M0850M 9.1 8.6

2.0 4.0 1.5
0.4

3.3
 PCC-M0540M 4.3
 PCC-M0630M 7.1 6.6

øD0 t1 t2
 PCC-M0530M 5.6 6.1

16.0
1.75

7.5 12.0

 Packaging methods (Taping) 
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Power Choke Coil (Automotive Grade)

Dimensional tolerance unless noted : ±0.5

※Don't wire on the pattern on shaded portion the PWB. Unit : mm

■ As for soldering conditions and safety precautions (Power choke coils (Automotive grade)),
please see data files

● Embossed Carrier Tape Dimensions in mm (not to scale)

Unit : mm

● Taping Reel Dimensions in mm (not to scale)

Standard Reel Dimensions Unit : mm

Design and specifications are each subject to change without notice.  Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 12-Nov-21

PCC-M0854MS ETQP5M YSK
1,000 pcs / box (2 reel) 500 pcsPCC-M105□MS ETQP5M YSC

PCC-M1060MS ETQP6M YSC

 Component placement (Taping) 

 Standard packing quantity / Reel
Serise Part No. Minimum quantity / Packing unit Quantity per reel

W
PCC-M0854MS 330 100 13 21 2 17.5
PCC-M105□MS/M1060MS 25.5

11.5 16.0 0.5 6.35

Series A B C øD E

12.0 2.0 4.0 1.5 0.4 6.0PCC-M0854MS 9.1 8.6 16.0 1.75 7.5
PCC-M105□MS/M1060MS 10.65 11.75 24.0

P1 P２ P０ øD0 t1 t2Series A B W E F

 Recommended land pattern in mm (not to scale) 

Series PCC-M0854MS Series PCC-M1050MS/54MS/56MS
Series PCC-M1060MS

(ETQP5M□□□YSK) (ETQP5M□□□YSC/ETQP6M□□□YSC)

 Packaging methods (Taping) 
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Power Choke Coil (Automotive Grade)

● Embossed carrier tape dimensions in mm (not to scale)

Unit : mm

● Taping reel dimensions in mm (not to scale)

Standard reel dimensions Unit : mm

Design and specifications are each subject to change without notice.  Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 12-Jan-22

 PCC-M1280MF  ETQP8M□□□JFA 500 pcs / box (2 reels) 250 pcs
 PCC-M15A0MF  ETQPAM□□□JFW 200 pcs / box (2 reels) 100 pcs

 Parts mounting (Taping)

 Standard packing quantity / Reel

Serise Part No. Minimum quantity / Packing unit Quantity per reel

33.5
PCC-M15A0MF 330 (100) 13 21 2 33.5
PCC-M1280MF 330 (100) 13 21 2

 Packaging methods (Taping) 
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Power Choke Coil (Automotive Grade)

● Embossed carrier tape dimensions in mm (not to scale)

Unit : mm

● Taping reel dimensions in mm (not to scale)

Unit : mm

Design and specifications are each subject to change without notice.  Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 6-Aug-21

PCC-M0840M-LP ETQP4M□□□KVK
1,000 pcs / box (2 reel)   500 pcs

PCC-M1040M-LP ETQP4M□□□KVC

Serise Part No. Minimum quantity / Packing unit Quantity per reel
PCC-M0530M-LP ETQP3M□□□KVP

4,000 pcs / box (2 reel) 2,000 pcs
PCC-M0630M-LP ETQP3M□□□KVN

17.5PCC-M0840M-LP
PCC-M1040M-LP 25.5

 Parts mounting (Taping)

 Standard packing quantity / Reel

E W
PCC-M0530M-LP

330 (100) 13 21 2

13.5
PCC-M0630M-LP

2 4 1.5 0.5 6.35

Series A B C øD

1.5 0.4 6.0
PCC-M1040M-LP 10.65 11.75 24 1.75 11.5 16

3.3
PCC-M0840M-LP 8.63 9.1 16 1.75 7.5 12 2 4

7.5 8 2 4 1.5 0.3
2 4 1.5 0.3 3.3

PCC-M0630M-LP 6.5 7.1 16 1.75

øD0 t1 t2
PCC-M0530M-LP 5.6 6.1 12 1.75 5.5 8

 Packaging methods (Taping) 
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Power Choke Coil (Automotive Grade)

● Embossed Carrier Tape Dimensions in mm (not to scale)

Unit : mm

● Taping Reel Dimensions in mm (not to scale)

Unit : mm

Design and specifications are each subject to change without notice.  Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 12-Nov-21

PCC-M0648M-LE ETQP4M□□□KFN
1,000 pcs / box (2 reel)   500 pcs

PCC-M0748M-LE ETQP4M□□□KFM

17.5PCC-M0748M-LE

 Parts mounting (Taping)

 Standard packing quantity / Reel

Serise Part No. Minimum quantity / Packing unit Quantity per reel

PCC-M0648M-LE 330 (100) 13 21 2

6.0

Series A B C øD E W

7.5 12 2 4 1.5 0.4
2 4 1.5 0.4 5.0

PCC-M0748M-LE 7.6 8.1 16 1.75

øD0 t1 t2
PCC-M0648M-LE 6.6 7.1 16 1.75 7.5 12

 Packaging methods (Taping) 

Series A B W E F P1 P２ P０
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Power Choke Coil (Automotive Grade)

● Embossed carrier tape dimensions in mm (not to scale)

Unit : mm

● Taping reel dimensions in mm (not to scale)

Unit : mm

2

A B C øD

t2
PCC-M0530M-H 3.3
PCC-M0630M-H 3.3

A B WSeries P０ øD0

1.75 7.5 12 2
4

 Packaging methods (Taping) 

 Parts mounting (Taping)

 Standard packing quantity / Reel

0.4
t1

5.6 6.1 16 1.75 7.5 12 2
E F P1 P２

1.5
4 1.5 0.47.1 6.6 16

E

330 (100) 13

Design and specifications are each subject to change without notice.  Ask factory for the current technical specifications before purchase and/or use.

Serise
PCC-M0530M-H 
PCC-M0630M-H 

  1,000 pcs

W
PCC-M0530M-H

17.5
PCC-M0630M-H

Quantity per reel

Series

21

Should a safety concern arise regarding this product, please be sure to contact us immediately. 6-Aug-21

Part No. Minimum quantity / Packing unit

2,000 pcs / box（2 reel）
ETQP3M□□□HFN
ETQP3M□□□HFP

SeriesPCC-M0630M-H Series PCC-M0530M-H 
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Power Choke Coil (Automotive Grade)

● Blister tray (mm) 60 pcs

● Blister tray dimention
Unit : mm

ETQPDH240DTV 600 pcs / 10 Tray (60 pcs  / 1 Tray)

Design and specifications are each subject to change without notice.  Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 1-Feb-20

19 18

  Parts mounting (Tray) 

 Standard packing quantity / Tray

Part No. Quantity

ETQPDH240DTV 152 262 23 14.8 15.1

 Packaging methods (Tray) 
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