Panasonic nousmry

Conductive Polymer Hybrid Aluminum Electrolytic Capacitors

Production location

Japan

Bk (Yamaguchi)
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ZA (High temperature lead-free reflow) | EEHZA o5 ©
26.3-210 O O
25 O
ZC (High temperature lead-free reflow) | EEHZC
26.3-210 O O
ZK (High temperature lead-free reflow) | EEHZK------- 25-10 O
ZKU (High temperature lead-free reflow) | EEHZK-----U- 25-10 O
ZT (High temperature lead-free reflow) | EEHZT------- 28-10 O
ZTU (High temperature lead-free reflow) | EEHZT-----U- 28-10 O
Surface mount |ZS (High temperature lead-free reflow) | EEHZS------- 210 O
type ZSU (High temperature lead-free reflow) | EEHZS-----U- 210 O
ZU (High temperature lead-free reflow) | EEHZU------- 210 O
ZUU (High temperature lead-free reflow)| EEHZU----- U- 210 O
ZE (High temperature lead-free reflow) | EEHZE------- 28-10 O
ZF (High temperature lead-free reflow) | EEHZF------- @8-10 O
ZL (High temperature lead-free reflow) | EEHZL------- 25-10 O
ZV (High temperature lead-free reflow) | EEHZV------- @8-10 O
ZVU (High temperature lead-free reflow) | EEHZV------- 28-10 O
Vibration-proof product EEH---------- V 26.3-10 @)
ZA-A EEHAZA-----B @8-10 O
ZC-A EEHAZC-----B 28-10 @)
ZK-A EEHAZK-----B 28-10 O
ZKU-A EEHAZK----UB 28-10 O
Radial lead type |ZT-A EEHAZT-----B 28-10 O
ZS-A EEHAZS-----B 210 O
ZSU-A EEHAZS----UB 210 O
ZE-A EEHAZE-----B 28-10 @)
ZF-A EEHAZF-----B @8-10 O
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