
Conductive Polymer Hybrid Aluminum Electrolytic Capacitors

● Surface mount type

25 to 80 V
33 to 330 μF

25 to 80 V

G size
25 to 63 V

56 to 330 μF

33 to 47 μF

D size
25 to 35 V

56 to 82 μF

ZU
125℃ 4000 h
135℃ 4000 h
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 Series flow chart

C size C size

F size

ZE
135℃ 4000 h
145℃ 2000 h

125℃ 4000 h

125℃ 4000 h

22 to 100 μF

F size
25 to 80 V

22 to 220 μF

G size
ZT

10 to 33 μF
25 to 50 V

105℃ 10000 h

33 to 220 μF

25 to 80 V

22 to 220 μF ZSG size

ZA ZC

D8 size
25 to 63 V

22 to 100 μF

F size

D size
25 to 63 V

10 to 56 μF

D8 size
25 to 63 V

25 to 50 V
10 to 33 μF

D size
25 to 63 V

10 to 56 μF

ZF

150℃ 1000 h

G size
25 to 63 V

56 to 330 μF

ZKU

D8 size

33 to 330 μF

ZK

25 to 63 V

F size
25 to 63 V

33 to 150 μF

G size
25 to 63 V

56 to 270 μF

C size
25 to 35 V

F size
25 to 63 V

33 to 220 μF

ZV
125℃ 4000 h
135℃ 4000 h

F size
25 to 63 V

33 to 220 μF

G size
25 to 63 V

G12 size

125℃ 4000 h

25 to 63 V
150 to 560 μF

25 to 63 V
180 to 1000 μF

G size
25 to 35 V

330 to 470 μF

125℃ 4000 h
135℃ 4000 h

G12 size
25 to 63 V

C size
25 to 35 V

39 to 56 μF

D size
25 to 35 V

68 to 100 μF

56 to 330 μF

25 to 63 V
100 to 470 μF100 to 470 μF

G16 size
25 to 63 V

150 to 560 μF

25 to 35 V

25 to 35 V
100 to 150 μF

F size
25 to 35 V

180 to 270 μF

ZUU
125℃ 4000 h
135℃ 4000 h

G12 size
25 to 63 V

120 to 680 μF

G16 size
25 to 63 V

180 to 1000 μF

ZSU

ZL
125℃ 4000 h

120 to 180 μF

150 to 220 μF

F size
25 to 35 V

25 to 35 V

G16 size

F size

G size
25 to 35 V

390 to 560 μF

C size
25 to 35 V

47 to 82 μF

D size
25 to 35 V

82 to 150 μF

125℃ 4000 h

G12 size
25 to 63 V

120 to 680 μF

G16 size

220 to 330 μF

ZTU

D8 size

270 to 470 μF

G size
25 to 35 V

470 to 680 μF

125℃ 4000 h
135℃ 4000 h

F size
25 to 35 V

220 to 330 μF

G size
25 to 35 V

390 to 560 μF

D8 size
25 to 35 V

High ripple current

High temperature / Long life
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125℃ 4000 h

135℃ 4000 h*2
135℃ 2000 h*1

*1:C,D,D8   *2:F,G




