
Aluminum Electrolytic Capacitors (SMD Type)

● Reel dimensions ● Dimensions of outer carton box

Unit：mm

Unit：mm

● Min.packing quantity

● Taping dimensions (size B to G)

Ask factory for technical specifications.

Unit：mm

210 345 355
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6.45.7 +0.3 8.0ー0.2

7.0 +0.3 9.0ー0.2
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G 24.0 10.7 10.7 +0.3 14.5ー0.2

9.0ー0.2

E 16.0 8.7 8.7 +0.3 11.4ー0.2
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Height
L=5.4 mm L=5.8 mm

P

4.6 +0.2 6.5ー0.1

B CSize code W A

K21 75

Size code
Min.packing quantity pcs.

330 mm reel
H13 200

J16, K16 125

D8 － 900
F, G － 500

C, D
L=5.4 mm 1000
L=5.8 mm 1000

E － 1000

Size code Height
Min.packing quantity pcs.

380 mm reel

B
L=5.4 mm 2000
L=5.8 mm 2000

Size code W

D, E, D8 18.0 J16, K16, K21 46.0
F, G 26.0

B, C 14.0 H13 34.0

H13
210 345 355

 Packaging specifications
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Aluminum Electrolytic Capacitors (SMD Type)

● Taping dimensions (size H13 to K21)

Ask factory for technical specifications.
Unit：ｍｍ

 Packaging specifications

H13
J16
K16
K21

Size code

17.5 40.423.0 17.5
40.4
40.422.5 20.2 32.0
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