
Aluminum Electrolytic Capacitors (SMD Type)

Not recommended for new design

 Series flow chart
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TP series

2000 to 4000 h
125 ℃ 

TQ series

2000 h
125 ℃ 

(ø8 & ø10)(ø6x7.7 ~ ø10)(ø8 & ø10)

(ø4 ～ ø10)

TG series

1000 to 2000 h
125 ℃ 

TK series

3000 h
125 ℃ 

TC series

2000 to 3000 h
125 ℃ 

TCU series

3000 h
125 ℃ 

FK series

5000 h
105 ℃ 

(suffix G✽) FH series

7000 to 10000 h
105 ℃ 

FT series

5000 h
105 ℃ 

(suffix G✽)

FC series

1000 h
105 ℃ 

FK series

2000 to 5000 h
105 ℃ 

FKS series

2000 to 5000 h
105 ℃ 

FP series

2000 h
105 ℃ 

FT series

2000 h
105 ℃ 

FN series

2000 h
105 ℃ 

HA series

1000 h
105 ℃ 

HB series

2000 h
105 ℃ 

HC series

3000 to 5000 h
105 ℃ 

HD series

5000 h
105 ℃ 

Surface mount type

125 ℃ High temperature

High Capacitance
Low ESR after enduranceLong life

High ripple High CapacitanceLow ESR

105 ℃ Low impedance / ESR

Low ESR High CapacitanceHigh CapacitanceHigh Capacitance

Long life

Low ESR
Long life

Long life

Merged

Long life

105 ℃

Long lifeLong lifeLong life

NRFND

S series

1000 to 2000 h
85 ℃ 

85 ℃
NRFND

NRFND

NRFND

NRFND




